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SUMMARY

OBJECTIVE

The objective of this work is to evaluate the performance of geodetic quality Global
Positioning System (GPS) receivers in support of the GPS Sounder task.

RESULTS

The signal processing and tracking capabilities of three GPS receivers were evaluated in
severe multipath conditions. The Allen Osborne Associates (AOA) TurboRogue SNR-8000 is
shown to be the receiver that is closest to meeting the requirements of the GPS Sounder task.

RECOMMENDATIONS

It is strongly recommended that the AOA TurboRogue SNR-8000 receiver be purchased to
support the GPS Sounder task.
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INTRODUCTION

Modern naval microwave communication and sensor system performance can be greatly
affected by the spatial distribution of the refractive index in the lower atmosphere. A famous
example of refractive effects on signal propagation is the WW 11 sighting of the Arabian coast
with a 200-MHz radar from India 1700 miles away (Freehafer, 1951). Although a strong refrac-
tive gradient can confine an electromagnetic wave within a vertically thin layer such that over-
the-horizon fields may be many tens of decibels higher than expected, conditions have been
observed where radars could not detect a surface target that was optically visible (Freehafer,
1951).

In recent years, considerable effort has been put forth to create computer-based systems to
assess refractive effects on signal propagation in the lower atmosphere (Hitney & Richter 1976;
Hitney et al., 1985). These assessment tools provide a near-realtime capability to evaluate the
performance of radar and communication systems, and include tactical decision aids to mitigate
or exploit atmospheric propagation effects. However, a crucial factor for these analysis tools is a
thorough knowledge of the spatial distribution of refractivity.

Conventional direct atmospheric sensing by radiosondes or airborne microwave refractome-
ters is inconvenient and expensive. In addition, these sensors measure the refractivity in a limited
volume of space. A radiosonde rising through the atmosphere only measures refractivity along
the line of its ascent. Although typical correlation scales for refractivity are tens of kilometers in
the horizontal, tens of meters in the vertical, and hours in time, typical propagation problem
scales are tens to hundreds of kilometers in the horizontal, 1 to 10 kilometers in the vertical, and
hours in time. Generally, without additional radiosonde or refractometer measurements, horizon-
tal homogeneity in the refractive structure is a necessary assumption.

The Global Positioning System (GPS) Sounder task will develop techniques to infer the
vertical refractive profile of the lower atmosphere from ground-based measurements of GPS
satellite signals as the GPS satellite rises or sets on the horizon. There are obvious advantages to
this concept. First, the inferred profiles will be representative of the integrated refractive effects
along the range—height path instead of a single time and space line representation of refractivity.
Second, with the completion of the GPS constellation, there will be at most 84 times per day
when a GPS satellite will rise or set on the horizon. A receiver located near the equator will see
rise and set locations nearly uniformly distributed in azimuth. As the receiver latitude approaches
either pole, there will be fewer and fewer ris. and set locations in the direction of the pole.
Figure 1 shows a polar plot of the GPS satellite tracks seen at the Naval Command, Control
Ocean Surveillance Center, RDT&E Division (NRaD) Bldg. 323 test site for one 24-hour period.
The projection is in terms of zenith angle and azimuth.

A third advantage to this concept is the leveraging of a multibillion dollar system that is fully
functional. The satellites are in place, the signal structure is well known, the hardware is mature,
and the receivers are commercially available. Lastly, the concept is one that can easily be auto-
mated. Ideally, a GPS receiver and a small computer are all that is needed for processing. A
microcomputer has the computational horsepower to control the receiver, process the data, infer
the profile, and even transfer the profile to propagation assessment computer systems.
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Figure 1. Typical satellite coverage, NRaD Bldg. 323.




The GPS Sounder is a fresh look at the problem of inferring the refractive profile from moni-
toring satellite signals as described by Anderson (1982) and patented by Hitney (1978). With the
assumption that the received signal is the sum of a direct ray and a sea-reflected ray, as illus-
trated by figure 2, the elevation angle of the direct ray is related to the path length difference &
between the direct and reflected ray. As the satellite moves through its orbit, d changes many
wavelengths. When d is an integral number of wavelengths, the received signal level is a mini-
mum, or null, because there is a phase shift of &t radians upon reflection at the surface. When & is
an integral number of wavelengths plus a half a wavelength, the direct and sea-reflected rays are
in phase and the voltage at the receiver is a maximum or interference peak.

The upper plot of figure 3 shows the modeled and observed interference pattern (Lloyd’s
Mirror effect) where the abscissa is ground range to the satellite and the ordinate is propagation
loss. The observed data (light curve) are from a set of measurements made on 20 July 1978 at
NRaD (Anderson, 1982) using signals from the Wideband satellite. The transmission frequency
was 1239 MHz and the satellite was in a nominal 1000-km polar orbit. The modeled interference
pattern (connected solid circle symbol curve) is derived from the refractivity profile measured at
the receiver site using a radiosonde and a unique propagation model (Hitney, 1993) that com-
bines ray optic and parabolic equation-solving methods to evaluate the wave equation for propa-
gation on satellite-to-ground paths. At the closest subsatellite ranges (highest elevation angles),
the predicted and observed interference pattern are in excellent agreement. At the farthest sub-
satellite ranges, the patterns are different. The bottom plot on figure 3 is a range-height diagram
of propagation loss for the same case. Small changes in the refractivity profile 70 to 80 km down
range from the receiver could have a large effect on the stretching or contraction of the interfer-
ence pattern at long subsatellite ranges. Unfortunately, the refractive conditions at these distances
were not measured in 1978. However, the data displayed in figure 3 clearly show there are
reasonable possibilities of estimating the effective refractive profile from RF measurements
along a satellite-to-ground path.

In 1978, the measurement equipment needed to monitor and record the Wideband satellite
signals occupied three racks. Today, high performance, multichannel, GPS receivers are smaller
than a brief case and are readily available. The problem of selecting a GPS receiver for the GPS
Sounder task is that the manufacturers’ specifications are almost exclusively related to geodetic
capabilities where the satellites are generally well above the horizon. A preliminary market sur-
vey of equipment manufacturers was conducted in early summer of 1993. From this survey, three
manufacturers responded with equipment that could be usable with the GPS Sounder. The
manufacturers and equipment are listed in table 1. Allen Osborne Associates, Inc. (AOA) and
Trimble Navigation Ltd. graciously loaned their equipment free of charge for testing at NRaD.
Ashtech, Inc. agreed to rent their equipment for a nominal fee. All three companies provided
excellent technical support during the tests.

Table 1. GPS receivers used in tests.

‘Company Equipment Firmware
Allen Osborne Associates TurboRogue 1.1c
SNR-8000
Trimble Navigation 4000SSE Nav5.64, Sigl.23, Boot3.30
Ashtech MD XII C ChVer66, NavVer/A CapL2C
3
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MEASUREMENTS AND RESULTS

The measurements were conducted at NRaD, Bldg. 323, during the month of August 1993.
The test site is located at lat 32°41'47.89561"N, long 117°1512.42723" W, with the antenna
located at an orthometric height of 42.00 & 0.05 m (6.81 &+ 0.05 m above the ellipsoid). This
facility overlooks the Pacific Ocean. There is an unobstructed view of the ocean horizon for
azimuth angles from about 180 to 350 degrees. The GPS receiver antenna, supplied by each
manufacturer, was tilted about 15 degrees downward toward the west to reduce the effect of
multipath signal reduction designed into some of the antennas (AOA supplied a choke ring
antenna). Each receiver was computer-controlled and programmed to report raw data, signal-to-
noise ratio (SNR) and carrier phase at 1-second intervals. The satellite elevation mask angle for
the AOA and the Trimble units was set negative, typically —5 or —10 degrees. The Ashtech unit
would not accept a negative mask angle and it was set to 0 degree (Ashtech technical support
indicated that the unit should be able to track satellites to negative elevation angles). For a data
collection period when a satellite was rising or setting on the horizon, each receiver was pro-
grammed to enable that satellite and 4 to 6 other satellites that were at high angles. The tracking
of these additional 4 to 6 satellites appeared to be necessary so the receiver could lock onto good
signals and determine location, which seemed to be required by the firmware. As the desired
satellite rose or set, each receiver internally logged the data. None of the receivers could report
the raw data (in ASCII format) in realtime using the serial port. The internal firmware could not
keep up with the 1-second update rates and the amount of raw data (the amount varied according
to the manufacturer). The internal data were off-loaded from the receiver after the recording
session.

Table 2 summarizes the measurement periods that began on 10 August 1993 and ended on 25
August 1993. There was 1 day of measurements with the AOA receiver (10 August 1993) with
four satellites rising or setting (satellites 17, 25, 12, and 22). There were 3 days of measurements
using the Trimble receiver (19, 20, and 22 August). Measurements with the Ashtech receiver
were made on 25 August. In table 2, the column labeled “# of satellites locked” indicates how
many additional satellites were enabled and locked on during the test period. Data in the columns
labeled “predicted rise/set time” and “rise/set azimuth degrees” were derived from files of pre-
cise orbital positions that were obtained from the National Geodetic Service (NGS), Rockville,
MD. The rise or set time is defined as the epoch when the geometric elevation angle from the
receiver position to the satellite is 0 degree. The last column in table 2 is the geometric elevation
angle at the epoch, either when the receiver first sensed the rising GPS satellite or when the
receiver last sensed the setting GPS satellite.

ALLEN OSBORNE ASSOCIATES TURBOROGUE SNR-8000

Figures 4 through 7 are the SNR measurements for the C/A, P1, and P2 code loops extracted
as the raw data from the AOA receiver. C/A and P1 are transmitted on the same frequency, L1, at
1575.42 MHz. P2 is transmitted on a lower frequency, L2, at 1227.60 MHz. In these figures, the
interference pattern is readily observable for elevation angles greater than about 1 degree. At
angles lower than about 1 degree, only portions of the pattern are observed. This is expected as
the digital lock loop breaks lock when no signal is present (in a null) and reacquires the signal
sometime after the signal has exceeded an SNR threshold enabling the loop to lock. For the
rising satellites, 17, 25, and 22 (figures 4, 5, and 7), the “half pattern” is toward higher elevation




angles. For the setting satellite, 12 (figure 6), the “half pattern” is toward the lower elevation

angles.
Table 2. Summary of GPS receiver measurements.
Day | Receiver | PRN | Data Data #of |Predicted | Rise/Set | Minimum
Aug | & Data Start End |Satellites | Rise/Set | Azimuth | Elevation
1993 | Set# Time | Time | Locked | Time |Degrees | Angle
(GMT) | (GMT) Observed
10 | AOA 17 |18:43:0 | 19:19:3 5 18:56:02 | 226 —0.95
1 8 7 Rise
10 AOA | 25 |18:44:0 | 19:19:3 5 18:56:26 | 326 ~1.80
1 8 7 Rise
10 | AOA 12 | 20:33:4 | 21:10:4 4 20:42:14 | 192 ~0.20
2 4 7 Set
10 AOA 22 | 20:33:4 | 21:10:4 4 20:57:32 | 325 -1.20
2 4 7 Rise
19 | Trimble | 28 | 22:10:4 | 22:32:0 4 22:12:25 | 318 +0.20
3 5 5 Rise
20 | Trimble | 20 |[16:17:4 | 16:47:5 4 16:21:28 | 304 -1.10
| 4 2 | o Rise ~
20 Trimble 26 |16:17:4 | 16:47:5 4 16:25:49 216 —0.55
4 2 0 Set
22 | Trimble | 20 | 15:50:2 | 16:38:5 4 16:13:24 [ 304 -0.50
| 5 ] 3 1 Rise_ .
22 | Tnimble | 26 [15:50:2 | 16:38:5 7 16:17:34 | 216 —0.75
5 3 1 Set
25 | Ashtech | 20 |15:37:3 | 16:18:4 5 16:01:18 | 304 +0.40
7 3 5 Rise .
25 | Ashtech | 26 |15:37:3 | 16:18:4 5 16:05:11 | 216 —0.20
7 3 5 Set
25 | Ashtech | 22 | 19:30:0 | 20:27:3 5 19:56:57 | 325 +1.84
8 3 2 Rise
25 | Ashtech | 23 | 19:30:0 | 20:27:3 5 19:33:12 | 204 +2.22
8 3 2 Rise
25 | Ashtech | 25 |19:30:0 | 20:27-3 5 | 20:19:49 | 268 —0.01
8 3 2 Set

In figure 4, a null in both L1 and L2 occurs at an elevation angle of 2.7 degrees. At this
point, the path length difference between the direct and sea-reflected rays must be an integer
number of wavelengths. This fact can be used to eliminate the phase ambiguity. The frequency
ratio of L1 to L2 is 154:120, so the ratio of the wavelengths is 120:154. In figures 5 and 6, the
cofrequency null location is at an elevation angle of about 2.69 degrees; slightly less than in
figure 4. In figure 7, the cofrequency null location is at about 2.72 degrees; slightly greater than
in figure 4. The change in the elevation angle of the cofrequency null location may be due to
spatial and temporal changes in the refractivity profile.
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TRIMBLE NAVIGATION 4000 SSE

Measurements using the Trimble 4000 SSE are shown in figures 8 through 12. The raw SNR
data from wis unit are expressed in counts and are plotted as decibels relative to one count for
comparison to the AOA data. On L1, the Trimble unit first acquires the C/A code then switches
to track the P1 code. The raw data carry additional control bits to indicate whether C/A or P1
code is processed. Comparing these data to the AOA data, it is evident that the extraction of the
interference pattern from the Trimble data is much more difficult. It appears that the Trimble
lock loops are not as responsive as the AOA loops.

In addition, the P2 (L2) data are, in some cases, sparse, making identification of the
cofrequency null location difficuit if not impossible.

ASHTECH MD XII

The Ashtech MD XII receiver monitors only P code. C/A code processing is not available,
but this would not be significant if both P codes were readily available. The results from the MD
XII test are shown in figures 13 through 17. Like the Trimble unit, the raw data SNR for the P
code loops are expressed in counts. Unlike the Trimble unit, the dynamic range of the P2 loop is
small, ranging from 0 to 10 in integer steps. The P1 code loop clearly shows the interference pat-
tern but the receiver does not seem to be able to lock onto the signal at negative elevation angles.

In only two of five cases does the Ashtech receiver track the satellite at geometric elevation
angles less than 0 degree; even then, the elevation angles are comparatively close to 0 degree
(-0.01 and —-0.20 degree). In two cases the Ashtech receiver was not able to lock onto the satel-
lite until the satellite had risen to well above one degree. For all five of the Ashtech measure-
ments, the receiver start and end times bracketed the predicted rise/set time. The failure to lock
onto the satellites at low and negative elevation angles appears to be associated with receiver
processing and not external events or conditions. An earlier analysis by Rocken and Meertens
(1992) also indicates that the Ashtech receiver does not lock and track at very low elevation
angles.

The local refractive conditions, measured with radiosondes launched near the test site, while
not identical between days and tests, were similar during the entire August measurement period.
Generally, the refractive conditions could be described as an elevated duct with a base at about
200 m and a top at about 600 m. It is unlikely that the slightly different refractive conditions
during the Ashtech measurement period are responsible for the receiver not locking onto the
satellite until the elevation angle is at or above 0 degree.

16




THIS PAGE INTENTIONALLY LEFT BLANK

17




“J9A12931 SSO00Y 2IqQWUL aY) Aq painseaw se g661 1Sn8ny g1 uo Suisus gz Njjores JoJ YNS &g 2Indiyg
(s90180(Q) o[3uy UOIIBASY
I 0 I- (A
T 1 “ °
nnnnnnnnn rnuiunnuglulluna-w|1-|;|||-ua-u-u--qulnunal
mr w ¢
e tomm - E-—————- . -
m | -
ot S I e I | e -
w s &
Jlll |||||||| 0N Ay USROS ISP U iy e mo
;¥ __ " 8
“ " P g
0 SR N At H Tt ] 2.
_ _ or 2
. _ c
uuuuuuu B I (e H.
1 (cdBojo1 -8-- HCl &
llllllll T..Illllll_r.lllllllll AA—A—Wwo_Ou e ]
o ——
| V)31 01 | 51
I SN N SN Huympssps — i

$00180( 8 I€ ‘8T MNIBS ‘€661 ISNSny 6]
HSS 000¥ o[quuir],

18




(P.1u03) 19413031 FSSOO0Y QUL 3y Aq painsesws se €661 1SN3ny 61 uo Buisu gz anqiates 10) YNS  'q8 n3ig

(s90180(]) o[Suy uoneAdd
o0e 8¢ 9T T TT 0T 81 91 +¢¥1 TI 01
)l I 1 1 A 1 ) ] L I °
i i ﬁ I_ | | | | { { .; |
~—t-—p-A-—t-—m—t--pF-d-—t--—t——f - A== t-—t =t
! H 4 u ' ) } | 1 _
2 N
VT .||..|<.._ |LF||“,|L||+|.:T«! R _..l,ll“ll;..l_ 7 -
| ‘_ [ .._ : i | ‘_ { ﬂ__ | .v m
BN MES U il 0 e
aimb dabl nha /B chnLT v wuﬂriunquuT.«JutTJllfu F—t--r—- .W
P2 N R S AL 2 N T Py
lvl.h.iul.l.ll."llchT'Ilm.lltlv@ol I_I.“Imll.l.._f",l'l“l I..I“.I'Lr.l I-J“.ln!llg m-
! ) ) | !
e L e B A 0" T B
| _ _ _ _ _ | | I A [ )
¥ L} 1 T LI I | 1 L L o.—
_ _ _ _ _ | _ | | . a
——t-—f-A-——f -~~~ —t——p At~ —t——
“ A R ) A I E:
] (zdBor 01 -8~ [ _ | ) | | (4 S
R R L e e e e S o S
i (vO)80101 —e— | | _ _ _ | _
q T T . T T — V1
SR SRR M ey e s sy e el S M SN RIS SUNNY NN S ISR NP PR S

$500189(] 81§ ‘8T NIMNIIES ‘€661 1SNy 61
4SS 000 sjquuiL],

19




"JOAI3021 SSO00Y dquiL], ayy £q painsedw se g561 IsnIny g1 uo Suisu gg ANjates 10f YNS ‘€6 2Indig

(se0130() o[3uy uonBAS[H
Nl
T 0
................. .
w (4
llllllll Tlltll:lL
" \
......... w-----,--
ﬁ@ nnnnnnn bommm oo -
: | 8
> S
“ 01
........ —
(zd)Bojo1 -w- HCTI
A:mwwo_o_ W |
O
vO)So[ o1 —e— || 1
llllllllllllllllllllllllll e e

$00130Q H0€ ‘0T IIGILS ‘€661 N3Ny T
4SS 000+ o|quir],

reusis

TON-0}-

20

(sirun) oney 3s




(P, 1U03) 19A12091 FSSO00L AIGUILL oY) Aq painseaws se g6 1SNy ] U Suisu gz an[1o1es 10§ YNS  'q6 2nSid

(s90139Q]) o[3uy UONIBARY
0¢e 8C 9C ¥¥T TCT 0T ¢8I 91 ¥¥I CTI 01

“ | v |
——t——F—A——f——~—t— -t

i M . i

] | | | |
I.II_.I.I.I|L||+||.L|.I.%IIPI|L - m...ao

| : “ 3
BRI N ;

.R* : . m
v ¥ Y- : =
A A N

5 .

R e R e a L
I e iy s s I PO -

1 1 (zd)%o1 01 - £3-- : t — “ +—171 &
SV N T N T 1) SRR AN 5 NN WU R D IS A R L_d__L_]

| | (vO)80[ 0] —O— ! | ! I

] ] T T I 1 | t | ! *ﬂ
SR G N N Y N VNN NN N SO O TN S ) SO A

00182 $0€ ‘0T IMINES ‘€661 1SN0y (7
HSS 000 oquiL],

21




“I3A12001 SSO00Y QWML Y3 £q panseauws se €661 1ISnSny oz uo Sumoas gz ayjates 10 YNS "egf unSig

(s90130(]) 93UV UOTIBASIH
Nl
_q 0
................. Tttt
: (4
||||||||||||||||| e e 1]
|
| v B
| []
................. I
- 9 w
{
|||||||| e — ] Q.
! g B
o e g
“ g
lllllllllllllllll e ————— m.
(zd)¥o101 -8- HZl &
A:._Wwo:: e |
(o)
vO)3or01 —o— | .
e e o e e et e et o o e e o o el o o e o e e e e e o e e b e |

599130 912 ‘9T W[OS ‘€66 | Wnny (T
dSS 000 o|quiL],

22




(P, )U00) J9A19521 FSSO00Y AIqUILLL oY) £q pansesws se g66] 1SnSny oz uo Suimas 9z Al[[ares 10j YNS Q01 iy
(s99180(]) o[Suy uotIBAR[Y

9C v¢ TT 0T 81 91 +¥1

23

Qo
—

(s11un) oney 9sION-03-feuUSIS

N
-

) I I ) L L 1 1
| | { ( | | | {
e e B e e e e T EEE LR SEE SR S e S
n L ; _ “ _ “ “
N N O I
AR DU SN NN | NG SUSOUR EpIN - Uy SR NEQUENS RPN —t L
N O R 2 B A AT I
AN A
-=r- T 1T Ty T T Y TN T TR T T
_ _ . | o] | v
T i | " Y )
(SRR Y S N A SPRIN SHRY SN J1. iy g ¥ I ;.
STV :
T R A B Y
| 1. QI & 1 __ Q1 _
T e e e W:Juuﬂulxle«u%uwn&,: m1T
| [ | | ! | | | | |
1 ! ) I ] ! | L i
| | { ! | | | | | -
- s = S R A R A
] } } 4 } 1
] (zDBor01 -8~ | | BRI
e g L G o e i e St St ey et s St
_ (vO)301 01 —o— | | _ _ _ _ _
] 1 | t | 1 |
_ rll.lH|I.—I.l'ﬂl-.ll—.l-l.rl.u.lnlmlll_Io.|..~..|lu||llm.l|r-ulll_l.l..r|..|_'.ll _

809130 91T ‘9T MNIAES ‘€66 | ISndny (T

dSS 000¢ S[quLLL

<t
—




"J9A12031 FSSO00T 2IQWLL 2Y) Aq painseaws se £661 Isndny ZZ uo Suisu Oz M[[ores 10] YNS ‘eJl

(s99130() o[8uy uonRA[g
1 0 I (A
) LI L)
| ( |
lllllllll e P B e f——— ===
! _ H
| | m
......... ] e B T
y v v Vo
R R ! |
I A AUST EUNRI. | - AN ! I
AR i j
v i v “
BT R | A N oo
“ | |
== 1@@m nnnnnnnn Juwn-b:i% ||||||||||||||||| m uuuuuuuuu
1 ] L
| | |
nnnnnnnnn i e it prm——
" + (ZDBoj 01 -8- -
uuuuuuuu e e e (1d8o1 01 v .
_ _ (vO)8o1 01 —o— | |
......... T B A | e

800130 $0€ ‘0T OIS ‘€661 103Ny 7T

dSS 000¥ S[quuiL],

a8y

0
z

%
v B

5
9 m

3
8

£
or °

B.
A
A

24




(p.1u00) 19A13031 ASSO00F SIGWILL, 31 Aq parnseaw se 661 ISnIny 7z uo Suists Z AIIES 10) NS Q1T Antg

(s90130(]) o[3uy uoneA[z

O¢c 8¢ 9C v ¢T¢ 0T 81 91 ¥¥i1 TI1 O

T T T T T T T T T

i | | ) | | | | | f |
I e e s el s et S S S S S e s Sl iy

“ ! ! l _ I “ ! _ Y

! | H | H , H | 1 |
-4 .iLflflLl.Jilrll||r~|1||k1|r|._||rlL...J-....rJﬁllrs:

oy _ “ ¥ LY 1Yy “ “
v A I 2 O A D
T i, AN, / SSUUS IR ELIUN . JUI SIS NP Sy & g
A SNEEAEEAERERE

1 ‘_ ) J‘ { ‘_ ﬁlu T L} -
SEANR AR YAE RRLCHRIN: NIV NS L AR A

> | Iy | | |

_ _ 1 T | | |
S — l.l_ll I I PRy I i SRS U O 0 DN SN N T 49 _ L _
] ¢ /T T $-15 SEEA

4_e w w 1 O O
--4--(-4-- i ki it S A S s e N A T A

m (zdBoror -8 T | w w
I (d¥oroy v Lo podo oo 1oL 4L

{ &O | } | | | }

[ (vO)301 01 —o— | | | I | _ I

T K | ) | - |
[N U I SRS g AU A N NN VU NN RN N A SR

500130 $0€ ‘0T OINOILS ‘€66 ] 1sndny T
dSS 0004 o[quuLr],

=)
-
(s3run) oney asION-01-[BUBIS

N
—

<
—




“JOA13231 FSSO000F 2IquLLL Y1 Aq painseaw se €661 ISnSny 7z uo Sumas 9z j[ares 10J YNS
(s90189Q]) o[8uy uonEA9lyg

‘ez 2314

$00130(] 91T ‘9T 9MN[OIeS ‘€66 [ 1803ny 7T
dSS 000+ ojquuuy],

2
§
Z
8.
8
g
( | { Oﬁ m.
! H B a
......... IR S S e Sy )
w ' (zd)Bor01 -a- HTI &
|||||||| e B e :&wo_o_ W
O
“ " (VD)o 01 —o— 1
lllllllll V|

26




(P 00) 19A13031 HSSO00H UL 3Y) Aq parnseaws se €661 1sn3ny g uo Sumas 9z aIates 10§ YNS ‘a1 NSy

(soo180(]) S[8uy uonBAI[Y
0t 8C 9°C A4 (A4 0¢C 81 91 vl rAN | 01
1 L} ki 1 1 1 1 i 1 1 o
J 0 A R O
B O N O
m m m A_ w | i m | —1C
T b o o e B B e B e [ G, R w
i b | oy i _ i v! | v _ ﬂ
I ! R4 el ! | ] [ I ¥
I EEE AN A ) A A e
1|4||1...tf| - . A T |||4u1r.4|..4,.:.1 . m
_ : ! ! ! ! ! | §)
H v eI «@ _ 2 z
——t |- R -—-=-1Y - + 0 «.T!_«l.TLI. 4 -8
“ _ WPY V! : 8
“ ] I | $ ] 8 m
YT ..T I M (T l;.lllllWlﬁl-n.llf.l"ll#l..“llq “ull .
I | | | ! { | | | | o
i ] i |} 1 1 0 ] | I °~
| _ | | L | i . | °c
B e e A O -
1 (zZd)Bo101 -5~ | | “ 3 /8
rnL_nnrn (1dBo1 01 --v-- l.u:lL_.luua.”ln|||“.....T..T..4|t“.!.
_ (vD)801 01 —o— || _ _ I _ |
I . _ T _ T _ Vi
II-_rIIllLlIhILII._,IIFI llwnllll._rlllln_.llﬁll_ll.ﬁll_.lllﬁllﬁll

839130 91T ‘9T OIS ‘€661 I5n3ny TT
4SS 000¥ S|quLLL

27




“19A12091 [IX-AN Y2YSV 2y £q painseau se £661 1sn3ny ¢z uo Suisu g7 Nfores 10 YNS  "ecy 2indiyg

(s90180(Qq) o[8uy uonevAdlyg
1 0 . T- (A
ﬁ_ 0
uuuuuuuuuuuuuuuuu o
i (2
lllllllllllll T'llllllllll
“ 14
|||||||||||||||||
: 9
llllllll “I!I.llllll
t 8
|||||||| I —
+ 01
|||||||| I
—+ (A
||||||||| [
1 14
P—
(130101 v |-
Vo —o— H 81
: 0¢

s22132( +0€ ‘0T AMNNIES ‘€661 1ndny G
IDX-AN Yoysy

(s31un) oney IsION-03-[BUBIS




(P, 1u00) 13413031 [IX-AW YOSV Y1 Aq painsesus se g661 1sn3ny gz uo Buisi gz anites 10 YNS Q€T AmSig
(s90180(]) o[8uy uoneASYg
0¢c 8T 9¢ ¢¥¢ Tc 0C 8&1 91 ¥1I TI O

_ 0
=1
“ T
Bimie Btd sl el st s Sk - v
1 | | | .v d
I O B
] | | | e ”
] ol
8 &
e aende
o o o
i e i R ¢ 2 e T~ m
R a1l
S 2 S T D i A a
(A SR ARE T AL
..Tl.“.._..l n.ﬁAllﬁ. T<L,||;i.<|1 o1 W
| : K7 ~
i...&w‘mli “.«Ji-“ﬁ o
A e
~— 0¢C

s92182( $0€ ‘0T MNIES ‘€661 Isndny CZ
IIX-Ad Yo9ysy

29




"JOAI303] [[X-AN YOSV ) £q painseauw se ¢661 1snSny Gz uo Sunias gz Affores 10§ YNS eyl 2undig

(s99180(Q) 9[8uy uonvAdg
1 0 T- ¢
. 0
4
" (4
+
! ¥
4
r “ : 9
S I —— 8 DU L e b
“ _ t 8
lllllllll e e e
| | I ]
+¥ — + —+ 0t
mllhn A H lllllllll
) “ |
il
1
|
l*
|
|
I*
|
|
|
|

§39185Q 91T ‘9T MNINES ‘€661 1Sndny ¢
IIX-A YdI9i4sy

S

sufy

[

(s37U1) OLIEY ISION-03-

30




“(P,1U0D) 13412033 [IX-AW YOSV 241 £q painsesw se £661 1Sn3ny ¢z uo Sumas 9z AIf[ases 10j YNS 'qp1 iy

(s90130(Q) o[8uy uonBAIH
O0¢ 8¢ 9C ¢$¥C TT 0T 81 91 +¥1I TI1 O1
T
R
ixL_Tlr.iTLtutTli..T.J||T|J m.u
R o ol 3
¥ LI LU L ) o
I N S §
R R " z
P A r
: g
a
B.
g

32183 91T ‘9T AN[MNES ‘€661 1Sn8ny T
IIX-AIN Yo9ysy

31




"IOA13031 [IX-AN YOSy Y £q painseauws se €661 1snSny g7 uo Suisu zz aujaes 10 YNS ST 2nSiyg

(s99180(]) o[3uy uoneAoIg
0c 8 9 ¥¥T TT 0T 81 91 +¥I T1 01
" p—————1——1—+—0
~—t—- r~—1=~T——F~-t-~—F-a-"f-"r—-1--t

e ot B LT Y, S

t
T 9

L

§00182(] CZ€E “TT ANIES ‘€66 | 1sndny T
IIX-A 4ooysy

(s31un)) oney 9sION-03-[euUig

32




"19A13031 [[X-AIN YOSV 2ys £q painseaws se g661 I1sn3ny ¢z uo Sussu £z anpjares 10] YNS 91 21n3iy

(s99130(]) o[Suy uonBAL[H

o0¢c 8 9¢C ¥I¢ T?T 0O0C 8®1 91 ¥¥1I TI O

1 1 ) B | | L 1 1 1
Ilwli - L ! L L "
| | | l | |
ll4l|jl|NIILilJlll'|l“.|l1IIL...lll...l.“.ll_llaqll...l.JlI...l.l....lLIlﬂll
[ 1 l ] i |
] | I ] | | | ! | l |
——+——} A=t -t ==t - -t — A~ =t =~ = = —
T
1 |
SRV S I QU SN U AP U QY EpS A . - -#||r|L|trt4
| | { | | d --8- | |
¥ 1 L 1 1 | 1
i bac ol 4o GdSetor v LE L
i #
! ! . ! ! VO —6— il i
T 1 T T i L] L
o S S 0 W e e
+ + +— b + — -+
20 N N O N O U N Y Uy
A I A S A 4 - / . | _ ! r i
, 2 I 2000 MR S U O ) O Y
A ] H ! ! ! L L
") | v iV | _ | _ |
" —— e — -— — o —— 'L-I'.'l'[l!l-ull'l-"-—ll' e — —— —— -_—
b RA A . _ ! 1T .
Il [l
| | | i | \ | (
: _ _ |
L — .llTllnll Ill.“llnfﬁ_—l.ll l|“|lLlI.“..llTll__.l.l ﬁlllnllgﬁllnlln:ll“vll
L | 1 1 L ! |
{ | |
|¢+ll||4||#14 |||||| TIJllWllllHllFlAllhIJIl+IITILI|#II

§30189( 0T ‘ST MBS ‘€661 1Sn3ny GT
IIX-A Y991ysy

cl
vi
91
81
0¢

(s11uN)) oney IsI0N-03-[euBIS

33



“I9A103] [IX-AN YOSV Y £q painseau se 66T ISndny ¢z uo Sumas gz Ajjaes 10j YNS

(s99139(]) oj3uy UOIIBAQIH

e/ ] a8y

§39139( 897¢ ‘ST NMIANS ‘€661 1Sndny ¢T
IIX-AN Yo9Iysy

(s1ru) oney 3sioN-03-[euldis

34




‘(P 1u00) 19A12931 [IX-(N Y22SY 241 Aq painseauws se g6 1sn8ny gz uo Sumos ¢z A[ates 10] YNS 'qL 2andig

(s90139(]) O[3uy uoyBAS[Y
o0¢c 8T 9C ¥¥C¢ TT 0C 81 91 +¥1I CTI 01

)

!

(s1un) oney asioN-03-[eud

29182 897 ‘ST MN[IES ‘€661 ISndny ST
IIX-AN Yo2Iysy

35




CONCLUSIONS

Signal-to-noise ratio tests of three high-performance GPS receivers in severe multipath
conditions clearly show the Allen Osborne Associates TurboRogue SNR-8000 receiver is
superior in locking and tracking C/A, P1, and P2 codes at very low receiver-to-satellite elevation
angles. The Trimble 4000 SSE, while ideal for many geodetic applications, loses lock and fails
to track at these very low elevation angles. The Ashtech MD XII receiver locks and tracks P1
code reasonably well at elevation angles greater than 0 degree. Its coarse SNR measurement of
the P2 code renders this receiver useless for the GPS Sounder application.

Of the three receivers tested, only the AOA is acceptable for use with the GPS Sounder.
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